
PUBLIC NOTICE
FEDERAL COMMUNICATIONS COMMISSION
45 L STREET NE
WASHINGTON  D.C.  20554

News media information 202-418-0500
Internet: http://www.fcc.gov (or ftp.fcc.gov)
TTY (202) 418-2555

Wednesday  March 22, 2023SES-02551    Report No.

re: Satellite Radio Applications Accepted For Filing

Satellite Communications Services

The applications listed herein have been found, upon initial review, to be acceptable for filing.  The Commission
reserves the right to return any of the applications if, upon further examination, it is determined they are defective and
not in conformance with the Commission's Rules and Regulations and its Policies.  Final action will not be taken on any
of these applications earlier than 30 days following the date of this notice. 47 U.S.C. § 309(b).  All applications accepted
for filing will be assigned call signs, or other unique station identifiers.  However, these assignments are for
administrative purposes only and do not in any way prejudice Commission action.

E190201SES-MFS-20221103-01174 E

Class of Station: Other

Modification

Viasat, Inc.

Nature of Service: Fixed Satellite Service

Viasat, Inc. requests modification of its ESIM Blanket License to add  the VIASAT-89us (S3050)  and the ViaSat-3 (S2917) satellites at the
88.9°  W.L. orbital location in the current licensed frequency bands.

SITE ID: 1

CONUS, AK, HI, PR, and US Virgin IslandsLOCATION:

Viasat, Inc.G12 0.3 metersANTENNA ID: G12

0.00 dBW 500 MBd M-ary PSK, Digital Carrier17700.0000 - 19300.0000 MHz 500MG7D

0.00 dBW 417 MBd M-ary PSK, Digital Carrier17700.0000 - 19300.0000 MHz 417MG7D

0.00 dBW 417 MBd M-ary PSK, Digital Carrier19700.0000 - 20200.0000 MHz 417MG7D

48.90 dBW 20 MBd M-ary PSK, Digital Carrier27500.0000 - 28350.0000 MHz 20M0G7D

48.90 dBW 40 MBd M-ary PSK, Digital Carrier27500.0000 - 28350.0000 MHz 40M0G7D

48.90 dBW 80 MBd M-ary PSK, Digital Carrier27500.0000 - 28350.0000 MHz 80M0G7D

48.90 dBW 160 MBd M-ary PSK, Digital Carrier27500.0000 - 28350.0000 MHz 160MG7D

48.90 dBW 20 MBd M-ary PSK, Digital Carrier28350.0000 - 29100.0000 MHz 20M0G7D

Page 1 of 5



48.90 dBW 40 MBd M-ary PSK, Digital Carrier28350.0000 - 29100.0000 MHz 40M0G7D

48.90 dBW 80 MBd M-ary PSK, Digital Carrier28350.0000 - 29100.0000 MHz 80M0G7D

48.90 dBW 160 MBd M-ary PSK, Digital Carrier28350.0000 - 29100.0000 MHz 160MG7D

49.30 dBW 20 MBd M-ary PSK, Digital Carrier29500.0000 - 30000.0000 MHz 20M0G7D

49.30 dBW 40 MBd M-ary PSK, Digital Carrier29500.0000 - 30000.0000 MHz 40M0G7D

49.30 dBW 80 MBd M-ary PSK, Digital Carrier29500.0000 - 30000.0000 MHz 80M0G7D

49.30 dBW 160 MBd M-ary PSK, Digital Carrier29500.0000 - 30000.0000 MHz 160MG7D

Points of Communication:

1 - ANIK F2(S2646) - (111.1 W.L.)

1 - VIASAT-1 (S2747) - (115.1W.L.)

1 - VIASAT-2 (S2902) - (69.9 W.L.)

1 - ViaSat-3 (S2917) - (88.9 W.L.)

1 - VIASAT-89US(S3050) - (88.9 W.L)

1 - WILDBLUE 1(S2355) - (111.1 W.L.)

E180006SES-MFS-20221103-01175 E

Class of Station: Other

Modification

Viasat, Inc.

Nature of Service: Fixed Satellite Service

Viasat, Inc. requests modification of its ESIM Blanket License to add  the VIASAT-89us (S3050)  and the ViaSat-3 (S2917) satellites at the
88.9°  W.L. orbital location in the current licensed frequency bands.

SITE ID: M40

ESAAs (.397 METER, 4000 UNITS), CONUS, HI, PRLOCATION:

Viasat, Inc.M40 0.397 metersANTENNA ID: M-40

43.50 dBW 5.0 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 5M00G7D

43.50 dBW 20.0 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 20M0G7D

43.50 dBW 10.0 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 10M0G7D

43.50 dBW 5.0 MBd PSK, Digital Carrier28100.0000 - 28350.0000 MHz 5M00G7D

43.50 dBW 10.0 MBd PSK, Digital Carrier28100.0000 - 28350.0000 MHz 10M0G7D

43.50 dBW 20.0 MBd PSK, Digital Carrier28100.0000 - 28350.0000 MHz 20M0G7D
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416.6 MBd M-ary PSK Digital Data18800.0000 - 19300.0000 MHz 417MG7D

500 MBd M-ary PSK Digital Data17700.0000 - 18300.0000 MHz 500MG7D

43.50 dBW 10.0 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 10M0G7D

43.50 dBW 10.0 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 10M0G7D

43.50 dBW 5.0 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 5M00G7D

43.50 dBW 20.0 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 20M0G7D

43.50 dBW 5.0 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 5M00G7D

43.50 dBW 20.0 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 20M0G7D

417 MBd  PSK, Digital Data18300.0000 - 18800.0000 MHz 417MG7D

417 MBd  PSK, Digital Data19700.0000 - 20200.0000 MHz 417MG7D

SITE ID: GM40

ESAAs (.397 METER, 4000 UNITS), CONUS, HI, PRLOCATION:

Viasat, Inc.GM40 0.397 metersANTENNA ID: GM-40

55.50 dBW 80 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 80M0G7D

55.50 dBW 160 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 160MG7D

55.50 dBW 320 MBd PSK, Digital Carrier28600.0000 - 29100.0000 MHz 320MG7D

55.50 dBW 80 MBd PSK, Digital Carrier27500.0000 - 28350.0000 MHz 80M0G7D

55.50 dBW 160 MBd PSK, Digital Carrier27500.0000 - 28350.0000 MHz 160MG7D

55.50 dBW 320 MBd PSK, Digital Carrier27500.0000 - 28350.0000 MHz 320MG7D

416.6 MBd M-ary PSK Digital Data18800.0000 - 19300.0000 MHz 417MG7D

500 MBd M-ary PSK Digital Data17700.0000 - 18300.0000 MHz 500MG7D

55.50 dBW 80 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 80M0G7D

55.50 dBW 80 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 80M0G7D

55.50 dBW 160 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 160MG7D

55.50 dBW 320 MBd PSK, Digital Carrier28350.0000 - 28600.0000 MHz 320MG7D

55.50 dBW 160 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 160MG7D

55.50 dBW 320 MBd PSK, Digital Carrier29500.0000 - 30000.0000 MHz 320MG7D
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417 MBd  PSK, Digital Data18300.0000 - 18800.0000 MHz 417MG7D

417 MBd  PSK, Digital Data19700.0000 - 20200.0000 MHz 417MG7D

Points of Communication:

GM40 - VIASAT-2 (S2902) - (69.9 W.L.)

GM40 - ViaSat-3 (S2917) - (88.9 W.L.)

GM40 - VIASAT-89US(S3050) - (88.9 W.L)

M40 - VIASAT-2 (S2902) - (69.9 W.L.)

M40 - ViaSat-3 (S2917) - (88.9 W.L.)

M40 - VIASAT-89US(S3050) - (88.9 W.L)

E190066SES-MOD-20221216-01371 E

Class of Station: Blanket Earth Stations

Application for Modification

SpaceX Services, Inc.

Nature of Service: Fixed Satellite Service

SpaceX Services, Inc. requests modification of its Blanket-Licensed Earth Stations Ku-band Transmit/ Receive to communicate with the
non-geostationary (NGSO) SpaceX Gen2 (S3069) satellite constellation, and Gen2 Starlink - Gen2 Starlink (NGSO) in the 14000-14500 MHz
(Earth-to-space), and 10700-12700 MHz (space-to-Earth) frequency bands.

SITE ID: SpaceX CPE1Blanket

CONUS, Hawaii, Alaska, Puerto Rico, USVILOCATION:

SpaceXCPE-1 0.48 metersANTENNA ID: UTA-201

38.20 dBW BPSK up to 64QAM; Digital Data14000.0000 - 14500.0000 MHz 62M5D7W

BPSK up to 64QAM; Digital Data10700.0000 - 12700.0000 MHz 240MD7W

Points of Communication:

SpaceX CPE1Blanket - Gen2 Starlink - (NGSO)

SpaceX CPE1Blanket - SPACEX (S2983/3018) - (NGSO)

SpaceX CPE1Blanket - SpaceX GEN2 (S3069) - (NGSO)

E060300SES-STA-20221021-01156 E

Class of Station:

Special Temporary Authority

Iridium Satellite LLC

Iridium Satellite LLC requests special temporary authority for 180 days, to operate its gateway earth station in Fairbanks, AK during the launch
and early operations phase (LEOP) for the Iridum NEXT constellation of satellites.

Points of Communication:
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For more information concerning this Notice, contact the Satellite Division at 418-0719.

E050282SES-STA-20221021-01157 E

Class of Station:

Special Temporary Authority

Iridium Satellite LLC

Iridium Satellite LLC requests special temporary authority for 180 days, to operate its gateway earth station in Fairbanks, AK during the launch
and early operations phase (LEOP) for the Iridum NEXT constellation of satellites.

Points of Communication:

SES-STA-20230303-00248 E

Class of Station:

Special Temporary Authority

Intelsat License LLC

Intelsat License LLC requests special temporary authority for 180 days, to operate two 0.3m flat panel antennas in the United States to
communicate with the Intelsat 37e (S2972), SKY-B1 (S2922), and Galaxy 18 (S2733) satellites  in the 14.0-14.5 GHz (Earth-to-space), and
11.7-12.2 GHz (space-to-Earth).frequency bands.

Points of Communication:

E190066SES-STA-20230310-00274 E

Class of Station:

Special Temporary Authority

SpaceX Services, Inc.

SpaceX Services requests 180-day extension of special temporary authority to enable communications between fixed earth stations located in the
United States at or above 53 degrees latitude and SpaceX satellites, at an elevation angle of no less than ten degrees.

Points of Communication:
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